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Date 300

LOGGED BY __Bryan Keller

STATE OF ILLINOIS
DEPARTMENT OF TRANSPORTATION

SECTION 5B-1 LOCATION __SE 14, SW_ 14 NW 14, SEC, 27, TWP. 125, RNG. 8E, 3 PM
COUNTY Hardin DRILLING METHOD HAMMER TYPE
STRUCT. NO. 035-0010 DI B | U M llsurface Water Elev. 3244 ft DI BlU M
Station 280+ 80.00 E| L} C| Ol siream Bed Elev. ft EfL]C| O
P] O S I P| O S i
BORING NO. A-2S T W S |l Groundwater Elev.: T W S
Station 282185 H1 S | Qu| T Il First Encounter 3321 ft Hl S |Qu| T
Offset 7.00ft Rt. . Upon Completion 3206 ft
Ground Surface Elev. __ 363.6  ft |(fth| 8"} | (tsf} | (%} || After Hrs. ft {fty| (87} | (tsf) | (%)
Augered A-25-8 25" Recovery
] Stiff to medium, moist, brown ]
— mottled grey, Silty Clay A6 ]
{continued) ]
361.6 341.6
A-25-1 30" Recovery A-25-9 30" Recovery
Medium, moist, brown, Silty Clay ] Stiff, moist, brown mottled grey, ]
A-6 — Silty Clay A-6 —
3591 | 3391 |
A-25-2 307 Recovery -5 A-25-10 30" Recovery 25
Medium to stiff, very moist, brown, Stiff, moist, brown mottled grey,
Clay A7-6 — Clay A7-6 -
3666 3366 |
A-25-3 30" Recovery A-25-11 9” Recovery
Medium to stiff, moist, brown, Silty ] Stiff, moist, brown mottled grey, ]
Clay A7-6 R Clay A7-6 ——
3541 | 3341 |
A-25-4 29" Recovery -10 A-25-12 24" Recovery —30
Medium to stiff, moist, brown, Siity ‘ Stiff, moist, brown mottied grey, -
Clay A7-6 — Silty Clay A-6 —
3516 | 3316 |
A-25-5 30" Recovery A-25-13 30" Recovery
Medium to stiff, moist, brown, Siity ] Medium to stiff, very moist, brown, ]
Clay A7-6 — Siity Clay A-6 —
3491 | 3201 |
A-25-6 26" Recovery 15 A-25-14 30" Recovery -35,
Stiff, moist, grey, Clay A7-6 ] Medium to stiff, very moist, brown, ]
- Siity Clay A-6 -
3466 | 3266 |
A-2S-7 30" Recovery A-25-15 25" Recovery
Stiff to medium, moist, brown ] Medium to stiff, very moist, grey, ™
mottled grey, silty Clay A6 - Silty Clay A-6 —
3441 | 3241 |
~20 ~40)|
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The Unconfined Compressive Strength (UCS) Failure Mode is indicated by (B-Bulge, S-Shear, P-Penetrometer)
The SPT (N value) is the sum of the last two blow values in each sampling zone {(AASHTO T206)
BBS, from 137 (Rev. 8-99}

ROUTE FAP_885 DESCRIPTION FAP 885 (IL Rte 146) over Big Creek LOGGED BY __Bryan Keller
SECTION 5B-1 LOCATION _SE 14, SW 14, NW_ 14, SEC, 27, TWP. 12S, RNG. 8E, 3 PM
COUNTY Hardin DRILLING METHOD HAMMER TYPE
STRUCT. NO. 035-0010 D1 B | U | M Ysurface Water Elev. 3241 ft DI Bl UM
Station 280+ 80.00 El L c o Stream Bed Elev. ft El L ¢ 0
P] O 8 I P] O S I
BORING NO. A-2S T| W S |l Groundwater Elev.: T W s
Station 282+85 Hi S | Qu| T }I First Encounter 3321 HI § |Qu| T
Offset 7.00ft Rt. Upon Completion 320.6  ft
Ground Surface Elev. 3636  ft |(f)] &B") [ (tsf) | (%) || After Hrs. ft (fy| 87} | (tsf} | (%)
A-25-16 30" Recovery A-25-24 30" Recovery
Medium to stiff, very moist, grey, ] Stiff, moist, grey, Silty Clay A7-6 ]
Silty Clay A-6 {continued) {continued) —
3216 | 3016 |
A-25-17 30" Recovery Augered
Medium to stiff, very moist, grey, ] ]
Silty Clay A-6 —
3191 2991 |
A-25-18 29" Recovery 45 A-25-25 30" Recovery 65
Medium to stiff, very moist, grey, Stiff, moist, grey, Clay A7-6
Silty Clay A-6 — —
3166 . 2966 |
A-25-19 30" Recovery Augered
Medium, very moist, grey, Silt ] 7
Loam A-4 -
3141 _| 2941 |
A-25-20 30" Recovery -50 A-25-26 30" Recovery =70
Stiff to medium, very moist, grey, Stiff, very moist, grey, Silty Clay
Clay A7-6 - Loam A4 ]
M6 | 2016
A-25-21 30" Recovery Augered
Medium to stiff, very moist, grey, ] ]
Siity Clay A-6 B
3091 _| 2891 _|
A-25-22 30" Recovery 55! A-25-27 30" Recovery 75
Medium to stiff, very moist, grey, ] Stiff, moist, grey, Silty Clay A-6 1
Silty Clay A-6 ] ]
3066 | 2866 |
A-25-23 30" Recovery || Augered
Stiff, moist to very moist, grey, ] ]
Clay A7-6 —
3041 _| 2841
—60 80

ROUTE NO. SECTION COUNTY a2 SHEET
FAP 885 | 5B-1 HARDIN S¢
FED, ROAD DIST. NO. 7 ILLINOIS FED. AID PROJECT~

The Unconfined Compressive Strength (UCS) Failure Mode is indicated by (B-Bulge, $-Shear, P-Penetrometer)
The SPT {N value) is the sum of the last two blow values in each sampling zone (AASHTO T206)

BBS, from 137 {Rev. 8-99})
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Division of Hi
Division of } *g‘m!*k Date 8300
ROUTE FAP_ 885 DESCRIPTION FAP 885 (IL Rte 146) over Big Creek LOGGED BY _ Bryan Kelier
SECTION 5B-1 LOCATION _SE 14, SW ¥4, NW ¥4, SEC. 27, TWP. 125, RNG. 8E, 3 PM
COUNTY Hardin DRILLING METHOD HAMMER TYPE
STRUCT. NO. 035-0010 D1 B | U | M lisurface Water Elev. 3241 ft
Station 280+80.00 El L C o Stream Bed Elev. ft
, Pl O S I T
BORING NO. A-2S T W S |l Groundwater Elev.:
Station 282+ 85 Hl S | Qu| T | First Encounter 3321 ft
Offset 7.00ft Rt. . Upon Completion 3206 ft
Ground Surface Elev. __ 363.6  ft |(fth| (6"} | (tsh { (%} || After Hrs. ft
A-25-28 30" Recovery
Stiff, very moist, grey, Silty Clay ]
Loam A-4 (continued) =]
’ 2816 |
Bottom ofhole = 82.0 feet __,.:
Free water observed at 31.5 feet 1
Elevation referenced to plans —]
=85
To convert “N” values to “N60"
values, multiply by 1.25 ]
=90
95
—100]

The Unconfined Compressive Strength (UCS) Failure Mode is indicated by (B-Bulge, S-Shear, P-Penetrometer}
The SPT (N value) is the sum of the lasttwo blow values in each sampling zone (AASHTO T206)

BBS, from 137 (Rev. 8-99)
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